Index No. N.0-25.0 o CASS COUNTY LAND CORNER RECORD ; ; T
| |
T. 136 R. 31 M. 5th Coordinates: X y L E_ _________ i _____
NE 24 Corner common to sections 13, 24 and 18, 19-136-31 E E
— 24—
EXISTING SURVEYS ! !
Original Government Survey Original EvidenceFound [ [ R .
Year surveyed 1858 Year of search 1912 by Curo i i
Original monument Post Monument found BT X )
Survey Rec #240, Bk B, pg 14 ® - Cormner
Bearing Trees Original Bearing Trees Found
Species Tamarack Tamarack Tamarack Tamarack Species Old stump Old stump Old stump Old stump
Diameter 5" 5" 6" 6" Diameter
Bearing N 40° W N 40° E S43°E S29° W Bearing N 35°15' W N 36°15' E S 34°15'E S 25°W
Distance 7 links 13 links 24 links 27 links Distance 4.70' 8.60' 16.00' 17.80'

Subsequent Corner Restoration

Evidence of Subsequent Corner Restoration

Year surveyed 4/1909 By Maple Township

Location filed: Maple Township Road Order #27

Monument:
Indicates road on section line.

Bearing Trees, Reference Objects

Species

Diameter

Bearing

Distance

Year of search  2/1912 By Maple Township

Location filed: Maple Township Road Order #10

Monument:
Indicates road on section line.

Bearing Trees, Reference Objects

Species

Diameter

Bearing

Distance

Subsequent Corner Restoration

Evidence of Subsequent Corner Restoration Found

Year surveyed  9/1912 By J.W. Curo, LS 1428

Location filed:

Survey Record #240, Book B, pages 14-15 and
Monument: Set 1" x 30’ iron pipe

from GLO witnesses and witnessed.
7" Spruce, N 34°30' E, 47.70'
8" Balm of Gilead, S 88°18' W, 27.35'

6/1995, MN/DNR

Moose Lake Township, Survey Unit GPS point data log
Indicates found 1" iron pipe, flush on centerline of road and
fence to N. witnesses as follows.

Fence Post, North, 22.46' DNR RP, up 1', W. side

Tele Junct Box, 322°, 22.77' top center

14” Balsam, 144°, 28.22' DNR RP, up 1.5', NE. side

6” Balsam, 214°, 23.98' DNR RP, up 1.5', NW. side

8/2000, CCHD/SO

T136R31

Found 1.25" ODIP, down 0.3', 1'+,-, N. of centerline 60th St.
and witnessed as follows:

8” Balsam, S 30° W, 23.96' (1995) DNR nail/disk, up 1.5', W.
Balsam snag, S 18° E, 28.29' (1995) DNR nail/disk, up 1.5', E.
13" Spruce, N 57° E, 40.97' duplex nail, up 1.0', S. side

5" Balsam, N 15° W, 20.95' duplex nail, up 1.0', E. side

14" N. Pine, S 60° E, 39.32 feet duplex nail, up 1.0', S. side

10/2002 By CCHD/SO
Location filed: T136R31

Monument: Found 1.25" OD iron pipe
down 0.1', on centerline 60th St. and located with GPS.

Year of search

Circa 2003, Westwood Professional Services Inc
Worksheet #1891
Indicates 1" pipe at corner.

7/2016, CCHD/SO

#2016.003

Found 1.25" ODIP, flush, 1'+,-, N. of centerline 60th St.

Tele Ped Post, N 25° W, 22.81' nail & plastic disc, up 0.5', SE
20" N. Pine, S 53° W, 59.55' nail & plastic disc, up 0.5', SE side
10" Balsam, S 14° E, 39.94' duplex nail, up 1.0', E. side

6" B. Oak, N 2° W, 41.25' duplex nail, up 1.0', E. side

Certificate of Location of Government Corner filed in Cass County
A000633327

Recorders Office as Document

By T.L. Freeman, LS 21367
Date 8/10/2017
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Circa 2003, Westwood Professional Services Inc
Worksheet #1891
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#2016.003
Found 1.25" ODIP, flush, 1'+,-, N. of centerline 60th St.
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