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	011: Post
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	013: 9"
	014: S 83° E
	015: 16 links
	016: Aspen
	017: 8"
	018: N 30° W
	019: 8 links
	020: Aspen
	021: 7"
	022: S 55° W
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	025: 8"
	026: N 18° E
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	028: 7/1905
	029: N.W. Hicks
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	033: Stone 
	034: X
	035:  N 50°30' W
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	048: 53'
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	051:  Township Road Order D 
	052: 
	053: States westerly along the section line to the Elwell road at the South west corner of section fourteen.

Circa 1920, Highway Engineer
Survey Record #452, Book C, page 405 
Indicates I.M. on centerline SRH #81.

Circa 1955, MNDOT
15-55 TH 64
Indicates a 2" iron pipe for corner in centerline of Hwy #64 at centerline of road east.

10/2002, J.D. Walker, LS 16098
DNR SFT00019.00.00.01  
Unrecorded Certificate of Survey indicates a found 1" iron rod down 0.5' at intersection of Hwy. #64 and centerline of gravel road east.  
Fence Post, 275°, 71.76'
Tele Ped Box, 50°, 82.88' (Top center) 
Conc. Cul, South, 55'
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	072: 
	073: 
	074: 6/1913
	075: J.W. Curo, LS 1428
	076: Survey Record #236, Book A, pages 593 and 594
	077: Set 2.5"x 48" galvanized iron pipe with cap
	078: in centerline of N-S graded wagon road, to replace stake from previous surveys.  
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	095: 6/2014
	096: CCHD/SO
	097: #2014.006
	098: 1" pin
	099: down 0.5' on centerline Hwy. #64 and 36th street, DNR witnesses are good, add the following
P. Pole, S 37° W, 112.11'
MNDT 1109 K, N 47° E, 76.18'
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