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EXISTING SURVEYS ! !
Original Government Survey Original EvidenceFound [ [ R .
Year surveyed 1918 Year of search by i i
Original monument  1"x 36" |.P. with Brass Cap Monument found ' !
® = Comer
Bearing Trees Original Bearing Trees Found
Species R. Oak W. Oak Species
Diameter 18" 24" Diameter
Bearing S67°E S 86° W Bearing
Distance 98 links 225 links Distance

Subsequent Corner Restoration

Evidence of Subsequent Corner Restoration

Year surveyed

6/1981 By C. Krause, USFS

Location filed: USFS Book 8, page 14

Monument: Set USFS Brass cap
Found base of GLO iron with flanges in place, down 24", in

N-S woods road. Replace with 2"x 24" FS brass cap.

Bearing Trees, Reference Objects

Year of search

8/1985 By T. Freeman, CCHD/SO

Location filed:

Monument:
Found GLO witness and USFS witnesses.

Bearing Trees, Reference Objects

Species N. Pine N. Pine R. Oak R. Oak (GLO) || Species R. Oak (GLO)
Diameter 20" 16" 11" 23" Diameter 24"
Bearing S36°E N37°E S 29° W S67°E Bearing S67°E
Distance 34.70' 38.50° 26.17 64.7' Distance 64.7'
Subsequent Corner Restoration Evidence of Subsequent Corner Restoration Found
Year surveyed By Year of search By

Location filed:

Monument:

Location filed:

Monument:

Certificate of Location of Government Corner filed in Cass County

Recorders Office as Document

By
Date
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